TRAFFIC SIGNAL SYMBOLS

PROPOSED
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EXISTING

SIGNAL POLE o
SINGLE MAST ARM o
AND POLE
TWIN MAST ARM
AND POLE
TRIPLE MAST ARM
AND POLE

N
LIGHTING ARM AND LUMINAIRE >
ON SIGNAL POLE
PEDESTRIAN PUSH BUTTON o

AND SIGN ON SIGNAL POLE

POLE MOUNTED CABINET

BASE MOUNTED NEMA SIZE “5”
CABINET AND CONCRETE PAD

O

BASE MOUNTED NEMA SIZE “6”
CABINET AND CONCRETE PAD

HANDHOLE o

LOOP DETECTOR (6’ x 307) Fo-====43
LOOP DETECTOR (6’ X 6') P

VIDEO DETECTION ZONE FOR
PRESENCE DETECTION

VIDEQO DETECTION ZONE FOR
SAMPL ING OR ADVANCED DETECTION

MICRO LOOP PROBE SET EYRR S
CONDUIT -
VEHICLE SIGNAL HEAD <to

PEDESTRIAN SIGNAL HEAD <G—r-O-
OPTICAL PRE-EMPTION DETECTOR EYE &—o0—

VIDEO DETECTION CAMERA o]
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